
Appendix 1: Specifications for video production and dissemination equipment sets

	S/N
	Description & Specification
	Suggested Models
	Indicative Price-USD

	1 P
	Video camera: HD pocket or handheld video camera, 8GB SD memory card, external microphone provision, headphone provision preferred.
	· Kodak Zi8
· Kodak Play Touch
	150.00
200.00

	2 P
	Tripod: Expandable with vertical extension. No wobbling and no jerks during panning or tilting.
	· Sony VCT-R640
	30.00

	3 P
	Microphone: Corded or cordless collar microphone with 3.5mm EP mono jack.
	· Ahuja ATP-20M
· Ahuja UTP-30
· Azden WMS-Pro wireless with lapel microphone
	10.00
15.00
150.00

	4 P
	Microphone mixer (2 EP female to 1 EP male)
	MX-150
	2.00

	5 P
	Reflector & Diffuser Set
	· Chinese
	20.00

	6 P
	Optional – Boom, Shock adaptor, extension cords, Azden active microphone mixer, and additional reflector
	
	

	7 E
	Computer: Dell Intel i3 2100 Processor - 3.1GHz/3MB cache; Windows 7 Professional 64 bits; 17" flat panel monitor; 4GB DDR3 SDRAM; 320 GB SATA hard drive; 16X Max DVD+/-RW; Media Card Reader, 1 GB graphics card, antivirus protection, and headphone.
	· Dell
Inspiron
620
ST Direct Base
	750.00

	8 E
	External storage: 1 TB, USB3 compatible portable drive.
	· Segate
· WD
	100.00
100.00

	9 E
	UPS: 650 VA with surge protection for 10 minutes of back-up.
	· APC BACK-UPS ES 650VA 230V
	75.00

	10 D
	Pico projector (minimum configuration): 15 lumen brightness, 640x480 resolution, 1 GB internal memory, micro SD memory card slot, 1 hour of battery backup, audio output, remote, rewind and fast-forward function, contrast ration higher >= 200:1, MPEG-4 (avi), 720x480 resolution, 2,400 bitrate, 25 fps with audio in MP3 format.
	· Pico
projector
with MM200 engine
· Portronics
	150.00
400.00

	11 D
	Speakers: Portable, 1.5W RMS / 3 W PMPO, Voltage: 5V, 500mA, power ON/OFF switch, volume control preferred.
	· croma CRXH 2118 (uses 3 x AAA battery)
· Edifier MP230 (uses 4 x AA battery)
	10.00
20.00

	12 D
	Re chargeable batteries: AAA 1100 mAh NiMH or AA 2300 mAh NiMH depending on the above speaker model. Higher mAH is acceptable. 4 per set
	· Envie (unit price)
· uniROSS (unit price)
· GP (unit price)
	1.00
1.50
1.50

	13 D
	Battery charger (for the above battery). 4 charging slots supporting 4 x AA as well as AAA.
	· envie
· GP
· Tuscan
	7.00
15.00
13.00

	14 D
	Stabilizer: 90V to 290V, 1A, In-built spike protection, high / low voltage cut-off.
	· V-GUARD Mini Crystal
	30.00

	15 D
	Miscellaneous – White screen and flash light
	· Local
	5.00


P: Video Production 
E: Video Editing
D: Video Dissemination
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